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Hypersonic vehicle control system design and simulation require models that contain a low number of states.
Modeling of hypersonic vehicles is complicated due to complex interactions between aerodynamic heating, heat
transfer, structural dynamics, and aerodynamics. Although there exist techniques for analyzing the effects of each of
the various disciplines, thesemethods often require solution of large systems of equations, which is infeasible within a
control design and evaluation environment. This work presents an aerothermoelastic framework with reduced-
order aerothermal, heat transfer, and structural dynamicmodels for time-domain simulation of hypersonic vehicles.
Details of the reduced-order models are given, and a representative hypersonic vehicle control surface used for the
study is described. Themethodology is applied to a representative structure to provide insight into the importance of
aerothermoelastic effects on vehicle performance. The effect of aerothermoelasticity on total lift and drag is found to
result in up to an 8% change in lift and a 21% change in drag with respect to a rigid control surface for the four
trajectories considered. An iterative routine is used to determine the angle of attack needed to match the lift of the
deformed control surface to that of a rigid one at successive time instants.Application of the routine todifferent cruise
trajectories shows a maximum departure from the initial angle of attack of 8%.
Nomenclature
A = snapshot matrix
ai = ith snapshot corresponding to ith column of A
C = correlation matrix
c = modal coordinate of thermal proper orthogonal
decomposition basis vector
Cx = correlation model for kriging
cp = speciﬁc heat at constant pressure
d = structural modal coordinates, kriging sample point
E = modulus of elasticity
F = thermal load vector of full system in physical space
f = generalized thermal load vector of reduced system in
modal space
Fs = structural load vector of full system in physical space
fs = generalized structural load vector of reduced system
in modal space
Hi = coefﬁcient matrices for integration of equations
of motion
hi = thickness of ith layer of thermal protection system
K = thermal conductivity matrix of full system in
physical space
k = generalized thermal conductivity matrix of reduced
system in modal space
KG = geometric stiffness matrix
Ks = structural stiffness matrix
ks = generalized stiffness matrix of reduced system in
modal space
kT = thermal conductivity of material
Ks = modiﬁed structural stiffness matrix
L = aerodynamic lift, length
M = thermal capacitance matrix of full system in physical
space, Mach number
m = generalized thermal capacitance matrix of reduced
system in modal space
Ms = structural mass matrix of full system in physical
space
ms = generalized mass matrix of reduced system in
modal space
n = number of proper orthogonal decomposition
snapshots
ne = number of snapshots for kriging evaluation cases
nk = number of kriging snapshots
ns = number of structural parameters in reduced-order
aerothermodynamic model
nt = number of thermal parameters in reduced-order
aerothermodynamic model
_q = heat ﬂow rate vector
R = residue
r = number of degrees of freedom of reduced system in
modal space after modal truncation
Rx = regression model for kriging
s = number of degrees of freedom of full-order thermal
system
St = Stanton number
T = vector of discrete nodal temperatures
t = time
U = matrix containing left singular vectors of A
ui = ith left singular vector of A
V = matrix containing right singular vectors of A, velocity
vi = ith right singular vector of A
w = structural displacement in z direction
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X = kriging sample points
x = structural degrees of freedom in physical space
yx = kriging prediction at point x
 = angle of attack
T = coefﬁcient of thermal expansion
t = time-step size
" = absolute error in approximation of snapshots by their
projection onto basis
"rel = relative error in approximation of snapshots by their
projection onto basis
"T = relative error tolerance
 = eigenvalue of correlation matrix
 = Poisson’s ratio
 = density of material
 = diagonal matrix containing singular values of A
i = ith singular value of A
 = modal matrix of full set of proper orthogonal
decomposition basis vectors
ref = modal matrix of structural reference modes
’i = ith proper orthogonal decomposition basis vector
Subscripts
AE = aeroelastic
aero = heat ﬂux component due to aerodynamic heating
AT = aerothermal
E = elastic
HT = heat transfer
max = maximum application temperature
min = angle of attack minimizing R
R = rigid
rad = component due to radiation
t = total or stagnation quantity
w = wall
0 = initial
1 = freestream
Superscripts
T = matrix transpose
 = truncated
I. Introduction
D ESIGN and simulation of hypersonic vehicle (HSV) controlsystems requires consideration of a variety of disciplines due to
the highly coupled nature of the ﬂight regime [1–4]. To capture all of
the potential effects on vehicle controllability, one must consider the
aerodynamics, aerodynamic heating, heat transfer, and elastic air-
frame, as well as the interactions between these disciplines. The
problem is further complicated by the high computational expense
involved in capturing all of these effects and their interactions in a
full-order sense. Aerothermoelastic modeling is particularly chal-
lenging for control system design and evaluation due to the need for
models with a low number of states for this type of analysis. While
high-ﬁdelity modeling techniques exist for each of these disciplines,
the use of such techniques is computationally infeasible in a control
design and simulation setting for such a highly coupled problem.
Early in the design stage, many iterations of analyses may need to be
carried out as the vehicle design matures, thus requiring quick
analysis turnaround time. Additionally, the number of states and
number of degrees of freedom used in the analyses must be small
enough to allow for efﬁcient control simulation and design. As a
result, alternative approaches must be considered for vehicle simula-
tions. There are twomethodologies that can be used in the generation
of low-order models. The ﬁrst approach is to apply simplifying
assumptions that enable the use of ﬁrst-principles models. These
models are characterized by their low-order form and they can often
be solved analytically, thus preventing the need to time march the
solution. While these models are useful in generating a low-order
representation of the physics, the simplifying assumptions made to
employ these models often preclude the ability to model detailed
geometries or complex physics. This workwill thereforemake use of
an alternative approach that involves the use of reduced-ordermodels
(ROMs) that are derived from high-ﬁdelity analysis tools. Use of
high-ﬁdelity tools alone is infeasible due to their high order and long
run time. Thus, this work seeks to go beyond simply coupling
existing high-ﬁdelity codes and routines, and it instead proposes to
use the output of these tools along with model reduction techniques
to generate computationally tractable systems of governing equa-
tions.While aerothermoelastic analysis for control system design has
been performed previously, many simplifying assumptions have
been used to reduce the size of the problem. The objective of the
current work is to make aerothermoelastic simulation of complex
geometries feasible for control design without the need for a priori
assumptions regarding the physics of the problem. As opposed to a
ﬁrst-principles modeling approach, by ﬁrst modeling as much of the
physics as possible and then systematically reducing the order of the
system, one can control and quantify the error incurred through
model reduction. This also allows for tailoring of the number of states
and degrees of freedom as different levels of ﬁdelity may be required
for control system design and evaluation.
This work focuses on the coupling of the aerodynamics, aerody-
namic heating, heat transfer, elastic airframe, and vehicle dynamics
and control. The overall goal of this work is to provide a reduced-
order modeling framework that can be used to assess the robustness
of the HSV control effector to aerothermoelastic effects in an
efﬁcient manner. To do so, careful consideration of the coupling
mechanisms between the various disciplines is essential. A ﬂowchart
illustrating the coupling of these disciplines is shown in Fig. 1.
Because of the high speed involved in hypersonic ﬂight, stagnation
effects and the turbulent boundary layer lead to the existence of an
aerodynamic heat ﬂux at the surface of the vehicle. To calculate the
spatially and temporally varying heat ﬂux, it is necessary to know the
aerodynamic ﬂow properties over the vehicle. Note the two-way
coupling between the aerodynamic heat ﬂux and the transient
temperature distribution. The upward-pointing arrow illustrates the
fact that the aerodynamic heat ﬂux represents a thermal boundary
condition (BC) for the heat transfer problem. The downward-
pointing arrow indicates the fact that the heat ﬂux is dependent on the
wall temperature of the structure. Additionally, thermal radiation
between the outer surface of the structure and the environment must
be included. A two-way coupling also exists between the radiation
and temperature distribution. Once the aerodynamic problem is
solved and the heat ﬂux and radiation ﬂux are known, the boundary
conditions for the heat transfer problem are generated. The transient
thermal problem is then solved, resulting in a spatially varying
temperature distribution. The loads on the structure will have two
components: thermal loads resulting fromdifferential thermal expan-
sion of the structure and aerodynamic pressure loads. Additionally,
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Fig. 1 Coupling between aerodynamic heating, heat transfer, elastic
airframe, aerodynamics, and vehicle dynamics.
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heating of the structure results in changing stiffness distri-
bution due to temperature dependence of material properties such as
Young’s modulus. The development of thermal stresses results in a
further change in the stiffness. As a result of the loads, the structure
will displace relative to its undeformed conﬁguration. Deformation
of the structure leads to a modiﬁed aerodynamic proﬁle, and the
aerodynamic ﬂow properties over the vehicle will change. The ﬂow
properties must then be recalculated, as they will affect the loads on
the structure, the aerodynamic heat ﬂux, and the aerodynamic forces
and moments on the vehicle. Once the updated aerodynamic ﬂow
parameters are known, the pressures can be integrated over the
vehicle to calculate the resultant forces and moments on the vehicle.
Based on the forces and moments, the vehicle equations of motion
are propagated and necessary control inputs (i.e., control surface
deﬂections) are determined based on the commanded trajectory and
vehicle performance. The control surface deﬂections in turn change
the aerodynamic ﬂow parameters. Once the control inputs are
determined, the process is repeated at the next time step. Because the
control surfaces are expected to provide a signiﬁcant contribution to
the aerodynamic lift, drag, and moments acting on the vehicle,
thorough analysis of the major couplings involved with such a struc-
ture is required in order to accurately predict vehicle performance.
A variety of studies have focused on the aerothermoelastic
response and stability of panels with various degrees of aerothermo-
elastic coupling. A review paper summarized various analytical
methods for nonlinear panel ﬂutter at supersonic and hypersonic
speeds [5]. Themethods are grouped into twomain areas: 1) classical
methods including Galerkin in conjunction with numerical integra-
tion, harmonic balance, and perturbation methods; and 2) ﬁnite
element methods in the frequency or time domain. Two speciﬁc
studies [6,7] considered nonlinear panel ﬂutter for high-Mach-
number ﬂows under aerothermoelastic effects. These studies both
made use of von Kármán plate theory for large displacements, and
both include geometric nonlinearity due to compressive load. The
panel temperature was taken to be equal to the instantaneous ﬂow
temperature and was assumed to be uniform to allow for a lumped-
capacity approach to the solution of the heat transfer equations. Two
relatedworks used an explicit Taylor–Galerkin algorithm to solve the
coupled ﬂuid-thermal-structural equations to assess the impact of
aerothermoelastic effects on leading edges [8] and panels [9]. These
works employed an integratedﬁnite element approach that solved the
Navier–Stokes equations, energy equation, and quasi-static struc-
tural equations of motion in an integrated framework. Results from
both works showed that structural deformation has a strong effect on
ﬂow properties and that severe aerodynamic heating can lead to large
stresses due to steep temperature gradients. Another work [10]
focused on the thermal analysis of thermal protection panels in
hypersonic ﬂow under an imposed deﬂection. The framework
consisted of a ﬁnite volumeNavier–Stokes CFD code coupledwith a
boundary element formulation of the transient heat transfer process.
The ability of the framework to handle deﬂection was assessed by
imposing a deformed structural conﬁguration, calculating the
thermal boundary conditions over the deformed panel, and solving
for the transient temperature distribution.
Another research area inwhich aerothermoelasticity in high-speed
ﬂows has been studied widely is the area of functionally graded
panels [11–16]. These works include aerothermoelastic effects to
varying extents and are motivated largely by the need to assess the
response of the structure as well as its aerothermoelastic stability.
Praveen and Reddy [11] include thermal effects by imposing
temperatures at the ceramic-rich and metal-rich surfaces and solving
a simple steady-state heat transfer problem to obtain the through-
thickness temperature distribution of the plate. Temperature was
taken to be uniform in the plane of the plate. Structural equations of
motion were based on a combination of ﬁrst-order plate theory and
von Kármán strains. Static and dynamic ﬁnite element analysis was
performed, and the plate deﬂections and stresses were analyzed.
Prakash andGanapathi [16] also included thermal loads by imposing
temperatures at the outer surfaces of the structure. This work
investigated the inﬂuence of thermal loads on the supersonic ﬂutter
behavior of functionally graded ﬂat panels. In contrast with [11], this
study included aerodynamic loads by considering the ﬁrst-order
high-Mach-number approximation to linear potential ﬂow theory.
The equations of motion were formulated using Lagrange’s
equations, and eigenvalue solutions were used to assess the critical
aerodynamic pressure for ﬂutter. A later work [15] extended the
study of [16] by using piston theory to incorporate quasi-steady
aerodynamic loads; however, this study did not include thermal
effects. In a related work [14], thermal effects were incorporated
along with the quasi-steady piston theory formulation. The temper-
ature distribution was again obtained by considering temperature
variation in the thickness direction only, specifying temperatures at
the upper and lower surfaces and solving the steady-state heat
transfer equation subject to theseDirichlet boundary conditions. Two
other works [12,13] also used quasi-steady ﬁrst-order piston theory
and included thermal effects by imposing a uniform temperature
change on the plate. While these works provide progress on
aerothermoelastic modeling in high-speed ﬂows, the solution of the
heat transfer problem by assuming surface temperatures, using a
steady-state thermal solution, or semiempirical methods is insufﬁ-
cient for the problem at hand. Additionally, the current work will use
an unsteady aerodynamic solution as opposed to a quasi-steady one.
Recent research on aerothermoelastic stability of a HSV control
surface used computational ﬂuid dynamics (CFD) to compute the
aerodynamic heating alongwith ﬁnite element thermal and structural
models to assess its behavior in hypersonic ﬂow [17]. In these
studies, the aerodynamic heat ﬂux was found by using rigid-body
CFD solutions to compute the adiabatic wall temperature and heat
transfer coefﬁcient at the surface of the structure. The resulting
thermal boundary conditions were applied to a transient thermal
ﬁnite element analysis, and the resulting temperatures were applied
to the structural dynamic ﬁnite element model. Free vibration
frequencies and mode shapes of the heated structure were calculated
under both material property degradation with temperature and
thermal stresses at each desired point in time. The mode shapes were
used in a modal representation of the equations of motion to obtain
the aeroelastic response. Third-order piston theory and Euler
aerodynamics were used to obtain the generalized loads. The use of
CFD for solution of the aeroheating problem provides capability for
capturing complex effects such as shock/boundary layer interaction
and three-dimensional (3-D) ﬂow effects. However, the computa-
tional cost associated with CFD is prohibitive in the control design
and simulation setting, and the use of an aerothermal ROM is
warranted. While [17] reduced the order of the equations of motion
by applying a truncated set of free vibration mode shapes, an eigen-
value solution was still computed at each desired point in time to
update themode shapes. The current work extends that methodology
by using a ﬁxed basis throughout the simulation to avoid the need to
solve an eigenvalue problem during the course of the simulation
while still reducing the order of the equations of motion.
In two recent studies by Culler and McNamara [18,19], the ﬂow-
thermal-structural coupling of two-dimensional (2-D) and 3-D skin
panels in hypersonic ﬂow was performed. In [18], two-dimensional
panel ﬂutter analysis of a 2-D simply supported HSV skin panel was
performed using von Kármán plate theory for the structural dynamic
response, piston theory for the unsteady aerodynamics, and Eckert’s
reference enthalpy method for the aerodynamic heating. In [19], a
similar study was carried out to assess the effect of aerothermo-
elasticity on a 3-D HSV skin panel. A 3-D ﬁnite element model
was used to obtain the structural dynamic response as opposed to
vonKármán plate theory. Loads on the structure consisted of aerody-
namic pressure loads, ﬂuctuating pressure loads due to sound
pressure level in the turbulent boundary layer, and thermal loads due
to temperature gradients.
The current work builds on the previously described literature in a
number of areas. The thermoelastic portion of this study is a
continuation of previous studies on reduced-order modeling of the
heat transfer and structural dynamics problems [20–22]. The earliest
of these [22] introduced the reduced-order thermoelastic modeling
framework, which used proper orthogonal decomposition (POD) for
reduction of the thermal problem and a modiﬁed modal method for
reduction of the structural dynamics problem. The framework was
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applied to a representative HSV structure and results demonstrated
the accuracy of the POD formulation as well as the coupling of the
equations of motion that results due to heating. A subsequent work
[21] employed a quasi-steady aerothermoelastic time-marching
procedure to assess the effect of thermal loads on the aerodynamic
forces over a control surface. A more recent work [20] described an
extension of the previous papers to unsteady form and speciﬁcally
addressed the use of PODwith time-dependent boundary conditions.
The current effort makes use of the thermoelastic portion of the
framework described in [20] along with a reduced-order aerothermal
model.
The aerothermal model used for calculation of the aerodynamic
heat ﬂux at the surface of the structure is based on that developed in
recent work [23], in which both a POD basis and a surrogate-based
function were constructed using Latin hypercube parameter space
sampling. Themodels were generated by performing full-order CFD
solutions at various points within the identiﬁed parameter space.
Results demonstrated the ability of the approach to enable an
accurate, robust, and efﬁcient method for incorporating CFD
aerodynamic heating predictions into aerothermoelastic analysis. A
similar approach to that of [23] is extended in the current work by
incorporating the aerodynamic heating model into the aerothermoe-
lastic ROM framework.
The progress described has led to further investigation into the
aerothermoelastic coupling exhibited in hypersonic ﬂight. A ﬂow-
chart of overall framework applied in this work is shown in Fig. 2.
The process begins with the calculation of the heat ﬂux on the outer
surface of the structure at the initial time. With the boundary
conditions and initial conditions of the thermal problem known, the
transient temperature distribution is marched forward in time.
Solution of the heat transfer problem is carried out in modal space
using modes from POD (to be described in a later section) to avoid
the computational cost of running full-order ﬁnite element analysis.
The bypassing of the full-order thermal solution via the reduced-
order solution is indicated. This work considers three coupling
mechanisms between the thermal and structural solutions. The ﬁrst
involves the thermal stresses that occur in the structure due to differ-
ential thermal expansion resulting from the spatially varying temper-
ature distribution. The second is due to the temperature dependence
of the Young’s modulus resulting from the high temperatures
experienced in hypersonicﬂight. The third involves the thermal loads
that are generated on the structure due to thermal expansion.With the
stiffness and structural loads known, the structural dynamics equa-
tions of motion (EOMs) are transformed to a suitable reduced modal
basis to be described in a subsequent section. The reduced modal
system is then solved for the modal coordinates to obtain the
structural response. The structural deformations couple with the
aerothermal problem due to the effect on aerodynamic ﬂow proper-
ties, which change the heat ﬂux. The deformations also result in a
change in aerodynamic pressures that modify the structural loads.
With the deformations and velocities known at the current time step,
the aerodynamic ﬂow parameters are calculated using third-order
piston theory [24,25]. Note that the aerodynamic solver makes use of
a steady shock/expansion analysis to turn the ﬂow through the angle
of attack at the leading edge before the unsteady piston theory
calculations. This is performed to decrease the likelihood that the
piston velocity will exceed the speed of sound in the undisturbed
ﬂuid. Finally, the heat ﬂux is updated based on the deformation and
wall temperatures and the procedure is repeated at the next time
instant.
A time-marching procedure with updates to the thermal and
structural boundary conditions at speciﬁed intervals is proposed for
solution of the coupled aerothermoelastic problem. An outline of the
time-stepping schedule is given in Fig. 3. A fundamental assumption
to be investigated in the study is that the size of the aeroelastic time
step tAE will be smaller than the size of the aerothermal time step
tAT. The procedure begins by calculating the aerodynamic ﬂow
properties over the undeformed structure at initial time t0. Using the
ﬂow properties, the heat ﬂux at the outer surface is found along with
the local skin friction coefﬁcients. The aerodynamic pressures and
viscous drag components are then integrated to determine the aero-
dynamic forces and moments at initial time. With the thermal
boundary conditions known, a predetermined number of thermal
time steps are taken, each of size tHT, until the time t0 tAT is
reached. The thermal loads based on the temperature change between
t0 and t0 tAE are then applied to the structural conﬁguration at t0.
Additionally, the aerodynamic loads based on the already calculated
ﬂow properties are applied to the structure. The structural deform-
ations are then calculated. The displacements are fed back into the
aerodynamic solver, and the ﬂow properties are calculated at time
t0 tAE over the updated deformed conﬁguration. Each time the
ﬂow properties are recalculated, the aerodynamic pressures are also
integrated to allow for characterization of the transient aerodynamic
forces and moments on the vehicle. The aeroelastic iterations
continue to be carried for a predetermined number of time steps.
Once the time instant t0 tAT has been reached, the time history of
the structural dynamic response is used to update the aerodynamic
heat ﬂux. The coupling between the aerothermal and aeroelastic
solutions is performed in a time-averaged dynamic [18] sense, in
which the time average of the structural dynamic response in between
aerothermal updates is used in the calculation of the thermal
boundary conditions. The details of how this information is used to
update the heat ﬂux are given in a later section. With the updated
thermal boundary conditions known, the transient thermal solution is
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Fig. 2 Reduced-order aerothermoelastic modeling framework implemented in this work.
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marched forward from the time instant t0 tAT to the time instant
t0  2tAT and the process is repeated. The following sections
describe the formulations for solution of the various aspects of the
aerothermoelastic problem.
II. Reduced-Order Thermal Model
A. Creation of Proper Orthogonal Decomposition Basis
This work makes use of POD for reduced-order solution of the
transient thermal problem. POD (also known as the Karhunen–
Loève decomposition, principal components analysis, singular
systems analysis, and SVD) is a modal technique in which empirical
data are processed using statistical methods to obtain models that
capture the dominant physics of a system using a ﬁnite number of
modes [26]. The fundamental basis for use of POD as a reduced-
order modeling method is its ability to represent high-dimensional
systems in a low-dimensional approximate manner while still
maintaining a high degree of accuracy. The choice of the POD basis
as opposed to any other basis, such as an eigenvector basis, is due to
its optimality condition of providing the most efﬁcient way of
capturing the dominant components of a system with a ﬁnite number
of modes [27]. In addition to heat transfer problems, the POD has
been used in numerous applications, such as turbulence [28],
structural dynamics, [29,30], aerodynamics, [31], and control theory
[32], among others.
Themethod of snapshots [33] is used for determination of the POD
basis vectors. In this case, the snapshots are deﬁned as vectors of
nodal temperatures at various time instants and are computed from
high-ﬁdelity ﬁnite element analysis. The goal of the POD formula-
tion is to express the vector of nodal temperatures T at any time
instant as a linear combination of the basis’x; y; zwith coefﬁcients
ct; that is,
8>><
>>:
T1
..
.
Ts
9>>=
>>;
 c1t
8>><
>>:
’11
..
.
’1s
9>>=
>>;
 c2t
8>><
>>:
’21
..
.
’2s
9>>=
>>;
     crt
8>><
>>:
’r1
..
.
’rs
9>>=
>>;
(1)
where s is the total number of degrees of freedom in theﬁnite element
model and r is the total number of POD basis vectors retained after
truncation. The basis is computed by ﬁrst generating the snapshot
matrix A given by
A
T11 T
2
1    Tn1
T12 T
2
2    Tn2
..
. ..
. . .
. ..
.
T1s T2s    Tns
2
6664
3
7775 a1; a2; . . . ; an (2)
where Tji indicates the ith entry of the jth snapshot, n is the number
of snapshots taken, and aj refers to the column vector corresponding
to the jth snapshot. Note that the thermal snapshots are vectors of
nodal temperatures at different time instants throughout the transient.
The next step is to take the singular value decomposition (SVD) of
the snapshot matrix. The full SVD of the s 	 n snapshot matrix is
given by
AUVT (3)
where U is a s 	 s orthogonal matrix, V is an n 	 n orthogonal
matrix, and  is a s 	 n diagonal matrix with
ij 

0 for i ≠ j
i 
 0 for i j (4)
The diagonal entries of are known as the singular values ofA and
are ordered in decreasing order such that 1 
 2 
 . . . 
 0. The
columns of U and V are the left and right singular vectors of A,
respectively. The left singular vectors represent the POD basis
vectors, i.e., ’k  uk.
The connection between POD and SVD allows for justiﬁcation of
the claim of basis optimality due to the ability of the SVD to provide
an optimal low-rank approximation to amatrix. Consider an approxi-
mation toAwritten as a partial sumof rank-onematrices formed from
the outer product of the left and right singular vectors with the
singular value as the scalar coefﬁcient given by
A
Xr
j1
jujv
T
j (5)
where r corresponds to the number of POD basis vectors retained
after truncation. It can be shown that the rth partial sum captures the
maximumpossible amount of energy ofA, where energy is deﬁned in
either the 2-norm or Frobenius norm sense [34–36]. Alternatively
stated, no other rank rmatrix can be closer toA in the 2-normor in the
Frobenius norm. To examine the connection between this optimality
property of the SVD and the optimality of the POD basis, consider
the normed difference between the snapshotmatrix and its projection
onto the truncated POD basis.Written in terms of the truncated set of
left singular vectors U corresponding to the truncated set of POD
basis vectors , one has
" kA  U UTAk2 (6)
Now, expressing A in terms of its full SVD leads to
" kUVT  U UTUVTk2 (7)
At this point, the quantity U UTU is recognized as the projection of
U onto the space spanned by U and performs the action of zeroing the
columns of U that correspond to the excluded POD basis vectors.
Thus, Eq. (7) becomes
"

Xn
j1
jujv
T
j 
Xr
j1
jujv
T
j

2
(8)
and the optimality of the POD basis is demonstrated due to the
optimality property of the SVD described. The absolute error
associated with the r-dimensional POD subspace is related to the
singular values of the snapshot matrix A and the eigenvalues of the
correlation matrix C, which is given by
C 1
n
ATA (9)
The absolute error is expressed as [37]
"
Xn
jr1
2j  n
Xn
jr1
j (10)
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Fig. 3 Overview of aerothermoelastic time-stepping schedule.
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where " is deﬁned in the Frobenius norm sense and j is the jth
eigenvalue of C. A relative error tolerance "rel can be deﬁned, such
that if the relative error is to be less than an error tolerance "T , i.e.,
"
kAk2  "rel  "T (11)
the number of basis vectors retained r should be the smallest integer
that P
r
j1 
2
jP
n
j1 
2
j

P
r
j1 jP
n
j1 j

 1  "T (12)
Note that the left-hand side of Eq. (12) can be interpreted as the
energy of the included basis vectors relative to the energy of the full
set of basis vectors. Furthermore, "rel can be interpreted as the energy
of the excluded basis vectors relative to the energy of the full set of
basis vectors given by
"rel  "kAk2 
P
n
jr1 
2
jP
n
j1 
2
j

P
n
jr1 jP
n
j1 j
(13)
Thus, the magnitude of each of the eigenvalues of the correlation
matrix can be used in determining the number of POD basis vectors
that can be removed from the set.
B. Solution for Proper Orthogonal Decomposition Modal
Coordinates
In this work, the POD modal coordinates are computed
numerically as opposed to decoupling the equations and solving
analytically. Numerical solutions of the coupled thermal problem are
expected to be more useful than decoupled analytical solutions
within aHSVaerothermoelastic simulation framework. This is due to
the fact that the heat ﬂux depends on various factors, such as deform-
ation and aerodynamic ﬂow properties, that are not known ahead of
time. The thermal load vector must therefore be sampled at speciﬁc
time instants. Note that one could decouple the equations and
integrate the thermal loads numerically; however, at that point, the
ability to obtain a purely analytical solution is lost. Additionally,
solving the coupled system directly avoids the need to solve an
eigenvalue problem to diagonalize the equations.
For the numerical solution, the transient equations are solvedusing
a numerical time-marching algorithm. To begin the formulation,
consider the full-order system of ﬁrst-order ordinary differential
equations governing transient heat transfer
M _T  KT  Ft (14)
where M is the thermal capacitance matrix, K is the thermal
conductivity matrix, and F is the thermal load vector due to
aerodynamic heating. In this work, F includes the aerodynamic heat
ﬂux and external radiation at the outer surface. Internal radiation is
not included in the present formulation. The ﬁrst step is to project the
full-order system onto the truncated POD basis and transform from
physical space to modal space using
 TM  _c TK c TF (15)
The generalized thermal capacitance matrix m, generalized
thermal conductivity matrix k, and generalized load vector f are then
identiﬁed such that
m TM  (16a)
k TK  (16b)
f TF (16c)
Note that, because the POD basis vectors are not eigenvectors of
the generalized eigenvalue problem,m and kwill still not be diagonal
at this stage. For the numerical solution of the equations, the system is
not diagonalized by solving an eigenvalue problem of the reduced
system. Rather, the coupled system is integrated numerically at this
stage using a second-order-accurate Crank–Nicolson scheme. Note
that, since the equations are solved in modal space and the initial
temperatures are known in physical space, the initial values of the
POD modal coordinates must ﬁrst be calculated before time
marching can proceed. This is accomplished via the relation
c0  TT0 (17)
where c0 is the vector of initial values of the PODmodal coordinates.
III. Reduced-Order Structural Dynamic Model
While the full-order system of structural dynamic equations of
motion is used for comparison purposes, its solution within the
aerothermoelastic framework presented here is not suitable for
control system design and simulation purposes. The problem of
solving for the structural dynamic response of HSV structures within
a control design and evaluation framework is complicated by various
factors. Because of the large number of degrees of freedom involved
in a traditional ﬁnite element solution, steps must be taken to reduce
the order of the structural dynamics system of equations. A common
approach is to employ a normal modal transformation in which the
structural displacements arewritten as a linear combination of a small
number of basis vectors, which are the free vibration mode shapes of
the structure. However, this approach cannot be applied directly for
HSV applications, as the mode shapes change over time due to
modiﬁcation of the stiffness from geometric stiffness and material
degradation effects. The approach taken in this work is to ﬁrst
perform an ofﬂine calculation and select a reduced number of Ritz
modes based on the free vibration modes and static modes of the
structure at a reference temperature distribution. These Ritz modes
are then used as themodal basis for solution of the structural response
throughout the simulation. This procedure is applicable, as the Ritz
modes need only to satisfy the geometric boundary conditions [38],
which will always be the case, regardless of the stiffness distribution.
Themodal matrix containing the structural referencemodesref will
not be updated throughout the simulation, thus preventing the need to
solve an eigenvalue problem of the full system during the course of
the simulation. Although the reference modes will not be updated
throughout the simulation, the modiﬁed stiffness matrix will be
updated each time the structural dynamic response is calculated to
account for the dependence on temperature. Updating of the
conventional stiffness matrix is performed using the temperature
dependence of the material properties of the various materials. The
geometric stiffness matrix is updated by solving a static ﬁnite
element problem based on the thermal loads from temperatures at the
current time step and the material coefﬁcients of thermal expansion
to calculate the internal loads.
The full-order system of structural dynamic equations ofmotion in
physical space is given by
Ms x Ks Tx Fst (18)
where Ms is the mass matrix, Fs is the load vector, and x are the
physical degrees of freedom. The modiﬁed stiffness matrix Ks is
given by
Ks T  KsT  KGT (19)
whereKsT is the conventional stiffnessmatrix that varies due to the
temperature dependence of the material properties and KGT is the
geometric stiffness matrix resulting from thermal stresses. The
reduced-order system is obtained by ﬁrst expressing the physical
degrees of freedom as a linear combination of the reference free
vibration modes such that
xrefd (20)
where d represents themodal coordinates of the referencemodes that
are stored as columns of the modal matrix ref . Note that, since the
number of referencemodes used in themodal expansion ismuch less
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than the number of physical degrees of freedom in the model, the
computational cost of the numerical solution of the system is
relatively inexpensive. Once the modiﬁed stiffness matrix is known
at the current time instant, the system is reduced by substituting
Eq. (20) into Eq. (18) and premultiplying the system byTref ; that is,
TrefMsref
dTrefKs TrefdTrefFst (21)
The generalized mass matrix ms, generalized stiffness matrix k

s ,
and generalized load vector fs are then given by
ms TrefMsref (22a)
ks TrefKsref (22b)
fs TrefFs (22c)
As themass of the structure is taken to be constant in this work, the
reference modes will be orthogonal with respect to the mass matrix,
and the generalizedmassmatrixms will reduce to the identitymatrix.
Since the modiﬁed stiffness matrix will be continuously changing,
we have no guarantee of orthogonality of the reference modes with
respect to stiffness, and the equations will be coupled. As such, the
reduced-order system of equations in modal space is integrated
numerically to calculate the vector of modal coordinates at each time
instant. As the high-ﬁdelity structural dynamic response solution is
treated as the truth model, the numerical integration scheme used for
the high-ﬁdelity model (based on Nastran Sol 109) is implemented
for integration of the reduced-order system to eliminate any
discrepancies in the response due to differences in numerical
integration schemes. The numerical integration method is similar to
the Newmark-method, except that the load vector is averaged over
three time instants and the stiffness matrix is modiﬁed such that the
dynamic equation of motion reduces to a static solution if no inertial
effects or damping exists [39]. The scheme uses a central ﬁnite
difference representation for the velocity and acceleration at discrete
times given by [39]
_d n  1
2tAE
dn1  dn1 (23a)
d n  1
t2AE
dn1  2dn  dn1 (23b)
where n refers to the time level. The initial conditions d0 and _d0 are
used to generate the vectors dn1, fs;n1, and fs;n for the initial time
step, n 0, using
_d 1  d0  _d0tAE (24a)
fs;1  ks d1 (24b)
fs;0  ks x0 (24c)
Note that this formulation assumes that the initial acceleration
for all points is zero (initial velocity is constant). Substituting the
ﬁnite difference approximations of the velocity and accelerations,
Eqs. (23), into the equations of motion (18), and averaging the
applied loads over three adjacent time instants, the equations of
motion are rewritten as
H1dn1 H2 H3dn H4dn1 (25)
where
H1  1
t2AE
ms  1
3
ks (26a)
H2  13fs;n1  fs;n  fs;n1 (26b)
H3  2
t2AE
ms  1
3
ks (26c)
H4  1
t2AE
ms  1
3
ks (26d)
The vector of modal coordinates at the next time step dn1 is
obtained by decomposingH1 and applying it to the right-hand side of
Eq. (25).
IV. Reduced-Order Aerothermal Model
To compute the aerodynamic heat ﬂux, a reduced-order aero-
thermodynamic model (ROAM) is generated from CFD solutions to
the Navier–Stokes equations using kriging [23,40–45]. Kriging is a
useful method for replacing expensive computer models (i.e., CFD)
with computationally efﬁcient approximations, or surrogates, of
nonlinear functions [44,46,47]. Typical surrogate prediction times
are on the order of a fraction of a second, whereas a single CFD
computation may take on the order of minutes to hours [23].
A kriging interpolation is generated from training data, or
snapshots, of the full-order simulation of the computer model. The
kriging approximation of the function of interest is characterized by
local deviations Cx from a global approximation Rx, as deﬁned
by [41]
yd  Rd; X  Cd; X (27)
where yd is the kriging prediction at a desired point d, andX are the
sample points of the training data. For this study, the kriging
surrogates are computed using the Design and Analysis of Computer
Experiments (DACE) [40] toolbox in MATLAB®. Typically,
Rd; X is a polynomial regression function, which is assumed to be
either constant, linear, or quadratic, and the constants of the polyno-
mials are generally determined in a least-squares sense. The quantity
Cd; X provides the local deviations by means of a correlation
function, deﬁned by the user. In this study, the Gaussian correlation
function [40] and quadratic polynomial regression function are used
for the kriging surrogate. Note that, in order to minimize the compu-
tational burden of generating the CFD sample data, it is assumed in
this work that the primary features of the aerodynamic heating are
captured using a steady-state analysis. Culler and McNamara [18],
found that aerothermal–aeroelastic coupling for a skin panel in
hypersonic ﬂow is primarily quasi-static due to disparate timescales
between the heat transfer and aeroelastic subsystems. Thus, for the
present study, the full-order CFD sample points for the aerodynamic
heating are computed using a steady-state ﬂow analysis, enabling a
signiﬁcant reduction in the expense of generating the sample points.
For the present study, the ROAM is constructed to compute the
aerodynamic heat ﬂux on the control surface as a function of
1) freestreamMach number, 2) angle of attack, 3) altitude, 4) surface
deformation, and 5) surface temperature. Both the structural
deformation and surface temperature are represented as consistent
with the modal bases determined for the reduced-order thermal and
structural models; that is,
wx; y  d1ref;1x; y  d2ref;2x; y      dnsref;ns x; y
(28)
Twx; y  c1
8>><
>>:
’11
..
.
’1k
9>>=
>>;
 c2
8>><
>>:
’21
..
.
’2k
9>>=
>>;
     cnt
8>><
>>:
’nt1
..
.
’ntk
9>>=
>>;
(29)
where f’i1   ’ik gT represent the contribution of only the surface
nodal temperatures of the ith POD mode of the thermal problem.
Therefore, the ROAMwill include two trajectory parameters (Mach
number and altitude), one control input parameter (angle of attack),
ns structural parameters (di), and nt thermal parameters (ci). The
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bounds for these parameters are shown in Table 1, where w is the
nodal deﬂection of the wing in the z direction, L is the distance from
the attachment point (located at the root midchord) to each node, and
T1 is the freestream temperature at the altitude of the sample point.
These bounds are selected based on expected operating conditions,
linearity of deformation, andmaximum temperature limits of the heat
shield. A ﬂowchart of the ROAM construction is provided in Fig. 4.
Given the control surface conﬁguration and the bounds on the
parameter space deﬁned in Table 1, ROAM construction begins with
generation of training data. First, Latin hypercube sampling (LHS) is
used to generate a random, yet uniformly distributed, sampling of the
selected parameter space. The sample points are then passed to the
CFD solver and the aerodynamic heating solutions for the ﬂow ﬁeld
are collected; ne snapshot solutions are saved for evaluation of the
ROAMaccuracy,whilenk snapshot solutions are used in conjunction
with the DACE toolbox [40] in MATLAB. The DACE toolbox is
used to construct the kriging surrogate models. This toolbox allows
for the rapid interchange of different polynomial regression functions
Rx and correlation functions Cx in order to identify the most
accurate kriging surrogate method. If the desired accuracy of the
surrogate is not met, more sample points can be added to the ROAM
process. For the current study, the LHS is generated from 2000
sample points, optimized to maximize the minimum distance
between sample points over 500 iterations.
V. Inﬂuence of Flexibility on Aerodynamic
Performance and Control Input
Agoal of this work is to assess the aerothermoelastic effects on the
vehicle control effectors. These effects ultimately result in changing
aerodynamic forces and moments on the vehicle over time, which
will in turn affect its ﬂight dynamics. To maintain the desired
trajectory, it is essential that the vehicle possess adequate control
authority to account for these effects. As the HSV control surface is
expected to have a strong inﬂuence on the dynamics of the vehicle, it
is considered as a case study in this work. At each time step, the
aerodynamic pressure loads and thermal loads cause the control
surface to deform, leading to a change in the forces and moments
acting on the vehicle and altering the trim state of the vehicle. As
such, an iterative routine is employed for which the objective is to
quantify the control input necessary to account for control surface
ﬂexibility. The routine uses the control surface angle of attack as the
control input and the lift produced by a rigid control surfaceLR as the
objective. The lift produced by a rigid control surface at particular
ﬂight conditions and a speciﬁc rigid angle of attack 0 is ﬁrst
calculated. Aerothermoelastic simulation of the elastic control
surface at these ﬂight conditions is then carried out at 0. At
predetermined time intervals within the aerothermoelastic simul-
ation, the analysis is paused and the deformed conﬁguration at that
time instant is stored. The deformed conﬁguration is then usedwithin
the aerodynamic solver, and the angle of attack is iterated on to
minimize the residue R given by
R  jLR  LEj (30)
where LE is the lift produced by the ﬂexible (elastic) control surface.
The residue is minimized by iterating on  using fminbnd, an
internal MATLAB minimization routine. This routine is based on a
golden section search algorithm combined with successive parabolic
interpolation. The angle of attack that minimizes the residue min is
then stored at the current time instant, and the simulation resumes at
0 to the next time instant. Aﬂowchart of the iterative routine is given
in Fig. 5. The introduction of such a routine provides insight as to the
necessary robustness of the vehicle control effector under aero-
thermoelastic effects.
VI. Control Surface Model
The HSV conﬁguration considered in this study, as developed in a
previous work [48], is shown in Fig. 6. A ﬁnite element model of a
representative HSV elevator has been created for use in this study.
The thickness from the top skin layer to the bottom skin layer is 4%
chord length [49–51]. The top and bottom skin layers are each
equipped with two 3.8-mm-thick thermal protection system (TPS)
layers; thus, the thickness of the outer mold line is 4% chord length
plus the 15.2 mm of TPS material. The chord length at the root is
5.2m [48] and the leading edgemakes an angle of 34 with the y axis,
while the trailing edge makes an angle of 18 with the y axis [52].
Table 1 Bounds of parameters used to
construct the aerodynamic heating ROAM
Parameter Values
M1 5.0–10.0
 5:0–5:0
Alt. 25.0–45.0 km
w=L 10–10%
Tw T1–1500 K
Fig. 4 Schematic of ROAM framework.
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Planform and cross-sectional views of the airfoil are given in Figs. 7
and 8, respectively.
A survey of the literature revealed awide range of design strategies
for mitigating the high temperatures experienced in hypersonic ﬂight
[53–60]. This study considers a TPS consisting of an outer heat
shield andmiddle insulation layer on top of the structure, as shown in
Fig. 9. The material for the heat shield is chosen to be René 41, as it
was found to be efﬁcient in terms ofmechanical properties at elevated
temperatures [59]. For the insulation layer, three different materials
were considered in the preliminary materials evaluation: internal
multiscreen insulation (IMI) [54], high-temperature ﬂexible Min-K
[59], andQ-Fiber felt [54]. Of these, theMin-K insulation, which is a
proprietary silica-based material faced with astroquartz cloth [59], is
selected due to its relatively low thermal diffusivity. For the structure,
the titanium-alloy TIMETAL 834 (formerly known as IMI 834) is
chosen. The advantage of using this alloy is its relatively high
maximum application temperature (600) when compared with that
of Ti-6242S (520), Ti-6242 (450C), Ti-811 (400C), and Ti-6-4
(300C) [61]. The thermal and mechanical properties of the three
materials employed in the model are given in Table 2, where T-dep.
indicates that the property is temperature dependent [52,59,62,63].
Note that the temperature-dependent material properties for René 41
are extrapolated beyond the available data, and the maximum
application temperature Tmax is set to 1500 K. The emissivity of the
heat shield is taken to be 0.85 [52,64]. The thermal strain is calculated
based on the temperature change with respect to a reference stress-
free temperature. The reference temperature used for calculation of
thermal strain is taken to be 293 K for all materials.
The ﬁnite element model used for the thermal and structural
modeling aspects of the study is shown inFig. 10,with the top surface
removed for visualization purposes. The model consists of the
thermal protection layers system described, along with chordwise
and spanwise stiffeners. The material used for the stiffeners is
TIMETAL 834, and the thickness of all stiffeners is 25.4 mm (1 in.).
The model contains 2812 thermal degrees of freedom and 8074
structural degrees of freedom. The heat shield and insulation are each
modeled using one layer of six-node solid wedge elements, resulting
in two elements in the thickness direction of the TPS. Recent work
[65] suggests that reﬁnement of themesh in the thickness direction of
the TPS may improve the thermal solution; however, this is not
explored in the current work. The top and bottom skins and stiffeners
are modeled using three-node 2-D triangular elements. Of the 6886
elements in the model, 3456 are solid elements and 3430 are
triangular elements. The control surface is taken to be all moveable
about a hinge line located at the midchord [48] and will thus be
connected to the vehicle main body through a torque tube. This
attachment is modeled by constraining the region indicated by the
circle in Fig. 10 in all degrees of freedom. In addition, the nodes at the
root are constrained against translation in the y direction. Because the
stiffness of the insulation layer is neglected, rigid (RBE2) elements
are used between each skin node and the corresponding node at the
outer surface of the insulation layer to prevent singularities in the
solution.
The NASALangley Research Center CFL3D code [66,67] is used
in this study for full-order CFD solutions for the aerodynamic
heating. The CFL3D code uses an implicit, ﬁnite volume algorithm
based on upwind-biased spatial differencing to solve the Reynolds-
averaged Navier–Stokes (RANS) equations. Multigrid and mesh
sequencing are available for convergence acceleration. The algo-
rithm, which is based on a cell-centered scheme, uses upwind-
differencing based on either ﬂux-vector splitting or ﬂux-difference
splitting, and it can sharply capture shock waves. The Menter k-!
shear stress transport [68] turbulence model is used in this study for
closure of the RANS equations. Note that the applicability of this
turbulence model in the hypersonic regime was veriﬁed recently in
Deformed 
configuration at t
Calculate surface 
pressures
Integrate pressures, find LECalculate R
Angle-of-attack
input
R minimized?
No
Increment 
angle of attack
Yes
Store αmin, step 
forward in time: 
t = t + ∆t
Fig. 5 Flowchart illustrating inﬂuence of aerothermoelastic effects on vehicle dynamics and control.
Fig. 6 Overall HSV geometry illustrating position of control surface.
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Fig. 8 Cross-sectional geometry of control surface model.
aeroq radiationq
Heat Shield: René 41
Insulation: Min-K
h1
h2
Structure: TIMETA L834 h3
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two separate studies [69,70]. Also, note that CFL3D is an ideal gas
code. It is well known that an ideal gas assumption represents an
overprediction of the heat load in hypersonic ﬂow. For instance, a
recent study [18] has shown that at moderate hypersonic Mach
numbers, the ideal gas assumption results in up to a 14% over-
prediction of the heat load.However, in this same study, this variation
was less than the variation between different turbulence models.
Thus, while using an ideal gas assumption introduces error into the
present analysis, it is expected to be within the standard bounds of
uncertainty for computational aerothermodynamic predictions of
RANS CFD codes.
Note that the heat ﬂux in CFL3D is computed in the form of the
Stanton number, as given by [66]
_q aero  cpV11StTw  Tt (31)
where St is the CFL3D Stanton number and Tt is the total or
stagnation temperature.
Theﬂuidmesh forCFDcomputations, shown in Fig. 11, is anH–H
grid with 43 points spanwise, 109 points chordwise, and 49 points
extending vertically from the surface (435,000 cells). Note that cells
are clustered near the surface, leading edge, and midchord, since
these locations correspond to maximum ﬂow gradients [17]. This
grid does not include any ﬂow sections upstream or downstream of
the wing surface, since the considered ﬂow is hypersonic and
disturbances cannot propagate upstream. Coefﬁcients of lift and drag
for this grid are within 0.05 and 0.25%, respectively, of a similar
3.5 million cell grid.
VII. Results and Discussion
A. Selection of Thermal and Structural Modes
To use the various ROMs in the aerothermoelastic solution,
thermal and structural mode shapes must ﬁrst be selected. The
thermal POD modes are extracted from temperature snapshots,
which are representative of the expected dynamics in order for the
basis to most closely span the space of the transient thermal solution
throughout the simulation. The temperature snapshots are taken by
sampling the transient temperature distribution every second from 0–
5000 s for the case of  6, Mach 8, at an altitude of 26 km
(85,000 ft). For this simulation,tAE andtHT are each 1 s andtAT
is 4 s. To calculate the aerodynamic heating in this simulation, the
Eckert reference temperature method [71,72] is used. The details of
the implementation of the Eckert reference temperature method are
given in a previous work [21]. Using the 5001 snapshots, the
snapshot matrix is assembled, its SVD is taken, and the POD modes
are extracted. The ﬁrst 24 eigenvalues of the correlation matrix are
given in the semilog plot shown in Fig. 12. Based on the magnitudes
of the eigenvalues, the ﬁrst 12 POD modes are used in the reduced-
order thermal solution.
The strategy for selecting the structural referencemodes is to solve
the free vibration problem at a reference thermal state that approxi-
mates the average temperature distribution (and thus average
stiffness distribution) over the length of a mission. These modes
contain both the effect of material degradation with temperature as
well as geometric stiffness effects due to thermal stresses. The
thermal state at which to evaluate the structural reference modes is
calculated by averaging the temperatures for each node of the model
over the 5001 snapshots used in generating the thermal modes.
Contour plots showing the temperature distribution of the reference
thermal state are given in Fig. 13. Although the maximum temper-
ature on the bottom surface for the reference thermal state exceeds the
maximum application temperature of the heat shield, temperature-
Table 2 Structural and thermal material properties used in study
, kg=m3 E, Pa  T , m=m=K kT ,W=m=K cp, J=kg=K Tmax, K h, mm
René 41 8240 T-dep. 0.31 T-dep. 18 541 1500 3.8
Min-K 256 Neglect Neglect Neglect 0.052 858 1250 3.8
TIMETAL 834a 4550 T-dep. 0.31 11 7 525 873 3.175
aProperties , kT , and cp for TIMETAL 834 were obtained from http://www.matweb.com/search/DataSheet.aspx?
MatGUID=a74096c99aa6486382a9c9e1be0883c4 [retrieved 24 January 2011].
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Fig. 10 Finite element model of control surface used in study.
Fig. 11 CFD model of control surface used in this study.
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Fig. 12 First 24 eigenvalues of correlation matrix.
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dependent material property data have been extrapolated beyond this
point and subsequent simulations will bound the ﬂight parameters to
ensure that the maximum temperature stays within feasible range.
The structural ROM uses the ﬁrst six structural dynamic reference
modes at the reference thermal state, which are given in Fig. 14. The
structural displacements are expected to be dominated by thermal
loads early in the transient as the structure approaches thermal
equilibrium and the bottom surfaces heats faster than the top surface
for positive angles of attack. The thermal loads change on a slow
timescale, and it is expected that the structural response to the thermal
loads can be approximated in a quasi-static manner. Therefore,
accuracy of the structural ROM is expected to increase by
augmenting the original six-mode basis with a seventh mode that is
computed based on the static deformed conﬁguration due to the
applied thermal loads in the reference thermal state. The inclusion of
this mode is likely to capture the quasi-static response due to slowly
changing thermal loads thatwould otherwise not be capturedwith the
original six structural dynamic eigenmodes. This additional seventh
mode is shown in Fig. 14g. To assess the effect of including this
mode, structural ROM validation cases are run with both the six-
mode and seven-mode bases.
B. Summary of Reduced-Order Model Error Characterization
To validate the various ROMs, sample aerothermoelastic cases are
run to compare each ROM against the corresponding high-ﬁdelity
solution. The error incurred due to model reduction is quantiﬁed
using two different error metrics. The ﬁrst is the normalized
Flow Direction
a) Bottom surface temperatures
Flow Direction
b) Top surface temperatures
1.65+003
1.57+003
1.49+003
1.40+003
1.32+003
1.24+003
1.16+003
1.07+003
9.92+002
9.10+002
8.28+002
7.45+002
6.63+002
5.81+002
4.99+002
4.16+002
1.65+003
1.57+003
1.49+003
1.40+003
1.32+003
1.24+003
1.16+003
1.07+003
9.92+002
9.10+002
8.28+002
7.45+002
6.63+002
5.81+002
4.99+002
4.16+002
Z
Y
X
X Y
Z
Fig. 13 Temperature distribution (K) at reference thermal state over outer surfaces of structure.
Fig. 14 Structural mode shapes based on reference thermal state.
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root-mean-squared error (NRMSE). Expressed as a percentage, the
NRMSE is given by
NRMSE % 

1
s
P
s
i1ROMi  Fulli2
q
MaxFull MinFull 	 100 (32)
where i is the ith nodal value of interest, ROM represents a solution
vector of the ROM, Full represents a solution vector of the full-order
model, and s is the total number of data points in the solution vector.
The second error metric to be used in validation of the ROMs is the
L1 error. Expressed as a percentage, the L1 error is given by
L1%  MaxjROM  Fullj
MaxFull MinFull 	 100 (33)
A summary of the averageNRMSEandL1 for eachROM is given
in Table 3. Note that the average error is calculated differently for the
thermal and structural ROMs than for the aerothermal ROM due to
differences in the way the validation of each are carried out. For
validation of the thermal and structural ROMs, aerothermoelastic
simulations are run, and the error of the ROM with respect to the
corresponding full-order model is computed over the duration of the
simulation as a function of time. Thus, the average errors given in
Table 3 are calculated by averaging the corresponding error metric
over the duration of the simulation. The case identiﬁcations (IDs)
over which the simulation errors are time-averaged are given in the
table. The ﬂight conditions corresponding to each case ID are
detailed in the next section. Validation of the aerothermal ROM is
carried out by generating 500 evaluation cases with the parameters
chosen based on Latin Hypercube parameter space sampling. The
average error of the aerothermal ROM is calculated by averaging
each error metric over the 500 evaluation cases. The use of the 500
evaluation cases from LHS is denoted in table as “From LHS”. As
this is the ﬁrst attempt to integrate the ROMs into a uniﬁed
aerothermoelastic framework, speciﬁc areas for ROM improvement
have been brought to light by this study. However, the primary focus
of this paper is to implement the ROM framework and use it to assess
the effect of aerothermoelasticity on HSV performance. Detailed
analysis of the tradeoff between the number of aerothermoelastic
states and ROM accuracy, as well as development of techniques for
improving the error of the ROMs, is reserved for future work.
1. Validation of Reduced-Order Thermal and Structural Models
Two different ﬂight conditions are used for validation of the
thermal and structural ROMs. The altitude, Mach number, angle of
attack, time-step sizes, and initial temperatures for each case are
summarized in Table 4. The ﬁrst letter in the case ID speciﬁes the
thermal model used, and the second letter speciﬁes the structural
model used, where R denotes the ROM and F denotes the full-order
model. Note that the full-order structural model is used in the thermal
ROM validation cases (cases 1RF and 2RF), and the full-order
thermal model is used in the structural ROM validation cases
(cases 1FR and 2FR). The Eckert reference temperature method is
used to calculate aerodynamic heat ﬂux for all thermal and structural
ROMvalidation cases. The initial conditions for the thermal problem
are a uniform temperature distribution of 293 K for all cases. Larger
time steps are taken for the thermal ROM validation cases, as the
timescale of the heat transfer process is slower than that the of
structural dynamics, and resolution of high-frequency structural
dynamic oscillations is not of interest for thermal ROM validation.
Validation of the thermal ROM is performed by running aero-
thermoelastic simulations on the control surface using the Eckert
reference temperature formulation for the thermal boundary condi-
tions with both the full-order and reduced-order thermal models.
Plots of the time history of the POD error for cases 1RF and 2RF are
given in Figs. 15 and 16, respectively. The NRMSE percentage error
shows good agreementwith the full-ordermodel in both cases. Based
on the time history of theL1 error, it is evident that the thermal ROM
has some difﬁculty capturing the steep temperature gradients within
the initial portion of the transient. However, as the structure
approaches thermal steady state and the temperature gradients and
loads decrease, the accuracy of the thermal ROM improves.
The structural ROM is compared against the high-ﬁdelity struc-
tural model using the same two validation cases used for validation of
the thermal ROM. The aeroelastic time-step size tAE is chosen
based on the desire to resolve the structural reference modes with a
minimum of 10 temporal sampling points for the highest frequency
mode. The highest frequency of the chosen referencemodes is 93Hz;
however, recall that thismodewas calculated at the reference thermal
statewith elevated temperatures. Thus, to account for the fact that the
frequency of thismodemay be slightly higher when the structure is at
lower temperatures,tAE is chosen to be 1 ms based on a maximum
frequency of 100 Hz with 10 temporal sampling points within one
cycle. The heat transfer time step is chosen to be of the same size as
the aeroelastic time step (tHT tAE), and the time between
updates of the thermal boundary conditions tAT is chosen to be
10 ms. The solution vectors used to compute the difference between
the high-ﬁdelity and ROM solutions are vectors of the displacement
in the z direction for the nodes at the outer surface of the ﬁnite
element model at each time instant. Because of the small size of the
time step and relatively long run times, the error is computed for the
time range 0–6 s. Plots of the time history of the error for case 1FR
using both the six-mode and seven-mode bases are given in Fig. 17.
The error for case 2FR is shown in Fig. 18. Both errormetrics for both
cases show an oscillating error in the initial part of the transient. This
is due to initial high-frequency structural oscillations that are not
captured by the structural ROM. As these oscillations are damped
out, a decrease in the error of the structural ROM is observed. Note
that these cases do not show a large difference in accuracy between
the six-mode solution and seven-mode solution. This is likely due to
the fact that the temperatures do not get high enough in the time range
considered for the thermal loads to make a signiﬁcant enough impact
on the response. The structural dynamic response for longer time
histories is studied next and will allow for further assessment of the
difference between the six-mode and seven-mode structural ROMs at
longer ﬂight times.
While a small aeroelastic time-step size allows for the resolution of
structural dynamic oscillations, in situations in which the thermal
loads are dominant over the aerodynamic loads, it may be possible to
capture the structural response with a larger aeroelastic time step
because the thermal loads change on a much slower timescale than
the aerodynamic loads. The largest heat ﬂux in the preceding
Table 3 Summary of average error of various ROMs for
selected cases
ROM Case Average
NRMSE, %
Average
L1, %
Thermal 1RF 2.19 16.4
2RF 4.52 28.8
Structural 4FR (7 mode) 8.52 28.7
Aerothermal From LHS 1.46 7.74
Table 4 Parameters for aerothermoelastic simulations used to validate thermal and structural ROMs
Case ID Thermal model Structural model Alt, km M1 ,  tAE tHT tAT T0, K
1RF ROM Full order 26 8 3 1 s 1 s 4 s 293
2RF ROM Full order 36 6 1.5 1 s 1 s 4 s 293
1FR Full order ROM 26 8 3 1 ms 1 ms 10 ms 293
2FR Full order ROM 36 6 1.5 1 ms 1 ms 10 ms 293
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validation cases is most likely to occur in the initial transient of the
simulation. This is due to the fact that the difference between the
initial wall temperature of the structure and the initial recovery
temperature is large, which leads to high aerodynamic heating.
Furthermore, the difference between the initial wall temperature and
the environment temperature is small, which means that the heat ﬂux
radiated from the structure to the environment is small. Therefore,
one might expect the highest thermal loads to occur in the initial part
of the transient in cases where the structure has a low initial temper-
ature. To assess the effect larger time-step sizes on the accuracy of the
structural response, simulations are run with the full-order thermal
and structural models using different time-step sizes. These cases are
denoted 3FF and 4FF and are summarized in Table 5. Note that the
time-step sizes for case 4FF are each 100 times larger than those for
case 3FF. Additionally, the difference in structural response between
the full-order structural model and structural ROM for equal-sized
larger size time steps is assessed using case 4FR. This case is also
summarized in Table 5.
A comparison of the z displacements of node 247, which is located
at the midchord of the tip on the bottom surface, is given for both
cases in Fig. 19. Although case 4FF fails to capture the high-
frequency oscillations due to the initial excitation because of its
larger time steps, these oscillations are subsequently damped out and
the nodal responses show good agreement following the initial
oscillations. To assess the difference in z displacements between
cases 3FF and 4FF for all nodes at the surface, the NRMSE and L1
error are calculated for the time range 0.1–6 s in intervals of 0.1 s.
Case 3FF as treated as the reference, and the errors are calculated
based on the difference in the solution vectors from cases 3FF and
4FF at each time instant. The plots of the error given in Fig. 20 show
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Fig. 17 Error of structural ROM for case 1FR based on z displacements of surface nodes.
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good agreement between the two solutions beyond approximately
1 s. The error of the structural ROM for larger time steps is assessed
by computing theNRMSEandL1 error between cases 4FFand 4FR.
The use of larger time steps allows for error quantiﬁcation over a
longer time record for the same amount of computational time. Plots
of the error as a function of time are given in Fig. 21. Improvement of
the structural ROM by addition of the seventh mode is observed in
Fig. 21 after approximately 50 s. This is likely due to the fact that, by
this time, the temperatures have increased to the point where the
thermal loads have a signiﬁcant impact on the structural response.
Although the initial NRMSE of case 4FR is approximately 39%, it
improves to below 10% within 5 s. The displacement histories of
node 247 for cases 4FF and 4FR with both the six-mode and seven-
mode models are given in Fig. 22 to illustrate the level of structural
displacements for these ﬂight conditions.
2. Validation of Reduced-Order Aerothermal Model
Since this work represents an initial step in modeling the coupled
aerodynamic heating/heat transfer and aerodynamic heating/
structural displacement response of a hypersonic control surface,
the number of modes required from the heat transfer and structural
ROMs in order to accurately model the aerodynamic heating is
uncertain. Thus, as a ﬁrst step in accessing the aerothermoelastic
response of the control surface, the ﬁrst ﬁve thermal PODmodes and
the ﬁrst ﬁve free vibration structural modes are included in the
ROAM.
Previous work [23] has demonstrated the need for a large number
of snapshots to accurately capture the aerodynamic heat ﬂux on a
hypersonic control surface. Thus, 2500 snapshots are selected
through LHS for the parameter space deﬁned in Table 1. Two-
thousand snapshots are used to construct the krigingROAM, and 500
are used to evaluate the ROAM accuracy. The NRMSE andL1 error
metrics are used to illustrate the accuracy of the ROAM. These error
metrics are computed for each evaluation case, resulting in a vector of
500 NRMSE and L1 values for the ROAM. To provide a scalar
quantiﬁcation of themodel quality, the average NRMSE and average
L1 over the 500 evaluation cases are computed, and the overall max
L1 of the 500 is identiﬁed. The average NRMSE is 1.46%, the
average L1 is 7.74%, and the overall maximum L1 at any point on
the control surface for all 500 evaluations is 27.54%. It is important to
note that a concern for this approach in high-Mach-number ﬂows is
accurate shock capturing [73]. However, the average NRMSE and
average L1 demonstrate that this does not signiﬁcantly degrade the
model.
To gain insight into the sources of error for the present problem,
two additional error metrics are computed as a function of surface
location. As before, both average and maximum error metrics are
considered. In Eq. (34), the absolute value of the percent error at
each surface location is averaged over the total number of evaluation
cases E:
E% 

1
500
X500
j1
jROAM  Fulljj
MaxFull MinFullj

	 100 (34)
where j refers to the jth evaluation case. To identify the locations
where maximum errors most often occur, the surface location of the
L1 error for each evaluation case is recorded. The total number of
times an L1 error occurs at a given location is then tabulated.
These error metrics as a function of surface location are shown in
Figs. 23a–23d for the ROAM. Several general observations can be
made from these results. First, it is clear that the average error as a
function of surface location, shown in Figs. 23a and 23c, is generally
small. The average error over the entire control surface is generally
less than 2%. Furthermore, the average error is generally highest near
the leading edge of the control surface. Note that these surface
regions are also most likely to correspond with the maximum errors
over the control surface, as shown in Figs. 23b and 23d.
C. Inﬂuence of Aerothermoelastic Effects on Aerodynamic Forces
The ROMerror analysis presented has revealed that enrichment of
the basis representations for the transient thermal and structural
dynamic ROMs may improve the level of errors in the ROMs,
particularly early in the transient when the dynamics are changing on
a relatively fast timescale. This is the subject of ongoing investigation
by Falkiewicz and Cesnik [74] and is not discussed further in the
present work. The ROMs are now used within the aerothermoelastic
framework to assess the effect of aerothermoelasticity on the total lift
and drag forces acting on the control surface. All simulations from
this point forward use the corresponding ROM for the aeroheating,
heat transfer, and structural dynamic response components. For these
simulations, aeroelastic iterations are carried out to bring the struc-
ture to aeroelastic equilibrium before beginning the aerothermo-
elastic simulation. To ﬁnd the total aerodynamic forces, the pressures
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Fig. 18 Error of structural ROM for case 2FR based on z displacements of surface nodes.
Table 5 Parameters for aerothermoelastic simulations used to assess effect of time-step size on structural response
Case ID Thermal model Structural model Alt, km M1 ,  tAE tHT tAT T0, K
3FF Full order Full order 26 8 3 1 ms 1 ms 10 ms 293
4FF Full order Full order 26 8 3 0.1 s 0.1 s 1 s 293
4FR Full order ROM 26 8 3 0.1 s 0.1 s 1 s 293
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are integrated over the outer surfaces of the structure. The pressures
consist of a component in the direction of the local normal to the
deformed conﬁguration due to aerodynamic pressures and a compo-
nent in the direction of the local tangent to the deformed conﬁg-
uration due to viscous stress. The viscous stress is computed using
local skin friction coefﬁcients for each ﬁnite element using an Eckert
reference temperature formulation [21]. Note that local normal and
tangent vectors for each ﬁnite element are updated at each aeroelastic
time step based on the deformed conﬁguration at the end of the time
step.
The time-marching aerothermoelastic cases used for this part of
the study are summarized in Table 6, where LD denotes that these
cases are used for lift and drag assessment. Cases 1LD and 2LD
represent constant-Mach constant- cruise at an initial uniform
stress-free temperature of 293 K. These cases are run for longer time
histories (0–1200 s) to allow the temperature distribution to more
fully evolve and to assess the response over a wide range of thermal
conditions. Cases 3LD and 4LD are based on the ascent phase of a
proposed trajectory for a single-stage-to-orbit mission of a blended
wing body conﬁguration typical of a transatmospheric HSV [58].
Curve ﬁts to the data points given in [58] are used to obtain the time
dependence of the altitude and Mach number, and two different
angles of attack are selected. As the ROMs in this work are valid for a
speciﬁc range ofﬂight parameters, only theMach 5–Mach 10 portion
of the ascent trajectory is considered. Difﬁculty arises in determining
the initial temperatures for the Mach 5–Mach 10 ascent, because the
ROMs do not permit simulation from takeoff to Mach 5. Thus, to
obtain the initial temperatures, a cruise condition at the initial altitude
(25 km) and initial Mach number (Mach 5) is simulated for 163 s,
which is the amount of time the vehicle takes to reachMach 5 for the
given trajectory. This initial temperature distribution is denoted as
163 s cruise in the table. After the initial cruise segment, the
temperature distribution is stored for use as the initial temperature
distribution for the ascent segment, time is reset to zero, and the
ascent trajectory is commenced. As the simulation time for these
cases is shorter (0–172 s), the corresponding time-step sizes for these
cases are chosen to be smaller.
First, the total lift force L and drag forceD are calculated over the
undeformed (rigid) control surface at initial ﬂight conditions for each
case. Aerothermoelastic simulation for the elastic control surface is
then carried out for each case, and total lift and drag are calculated at
each aeroelastic time step. Plots of the transient lift and drag force are
given in Figs. 24 and 25, respectively, for both the rigid and elastic
control surfaces. Note that the rigid case contains no aerothermo-
elastic effects, and the skin friction is computed at initial ﬂight
conditions at a uniform temperature of 293 K. To assess the relative
impact of ﬂexibility on the total forces, the percentage differences
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between the lift and drag of the elastic structure are calculated with
respect to the lift and drag produced by the rigid structure. Results for
the relative change lift and drag are given in Figs. 26 and 27,
respectively. For cases 1LD and 2LD, there is an initial abrupt change
in the lift and drag forces due to the high-temperature gradients as the
structure begins to heat from room temperature and approach
equilibrium temperature. At the end of the time history shown for
these cases, the total lift and drag begin to level off as the temperature
gradients in the structure decrease. For ascent trajectory represented
by cases 3LD and 4LD, both the lift and drag are monotonically
decreasing for the complete duration of the simulation. The initial
abrupt change in the aerodynamic forces is not present in these cases,
because the initial temperature distribution is much higher than that
used for cases 1LD and 2LD. Although the trend of the elastic and
rigid control surfaces is similar for both lift and drag in cases 3LDand
4LD, the percentage difference between rigid and elastic drag ismore
pronounced than that for the lift. Note that the initial percentage
change in lift and drag for cases 3LD and 4LD is nonzero due to the
fact that the aerothermoelastic solution is converged at cruise before
beginning the simulation such that the structure is in a thermo-
elastically deformed state at initial time (see Figs. 25c and 25d).
To assess the level of heating for each of the cases, the maximum
nodal temperature is plotted as a function of time for each of the
cases. Results are given in Fig. 28. For cases 1LD and 2LD, there is a
steep increase in the maximum temperature in the initial portion of
the transient as the structure heats up from room temperature. As the
structure approaches equilibrium temperature, the gradient in the
maximum temperature begins to decrease. For the ascent trajectory
of cases 3LD and 4LD, we see a monotonic increase in maximum
temperature for the time range considered. For all cases, the
maximum temperature remains below 1500 K.
To determine the effect of aerothermoelasticity on aerodynamic
performance and necessary control input, the iterative routine
described in Sec. V is incorporated into the aerothermoelastic
framework. Cases 1LD and 2LD are used as example cases, and min
is updated and stored every time the thermal boundary conditions are
updated. Thus, min is updated every 10 aeroelastic iterations (once
per second) based on the relative time-step sizes used for these cases.
Recall that the initial (baseline) angle of attack is 3 for case 1LD and
1.5 for case 2LD. Plots of the time history of min for the two cases
are given in Fig. 29. Note that the maximum residue R is 0.3 N for
case 1LD and 0.05 N for case 2LD. As seen in the ﬁgures, the
maximum absolute departure ofmin from the initial angle of attack is
7.6% for case 1LD and 2.8% for case 2LD. However, note that the
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largest departures from initial angle of attack occur early in the
transient, which is likely an effect of the low initial temperature and
resultant large temperature gradients. For cases in which the initial
temperature of the structure is higher, the deformation due to thermal
loadswill be lower and the impact on overall lift and dragwill be less.
D. Assessment of Computational Cost
As this research is aimed at making aerothermoelastic analysis of
HSVs feasible in a control design and simulation setting, one impor-
tant metric is the computational cost associated with the reduced-
order framework. While reducing the number of aerothermoelastic
states for the purpose of control studies is the prime motivation for
this work, simulation time is a practical consideration that must be
taken into account. The average computational time for one iteration
of each of the various components of the solution is given in Table 7
for both the full-order model and ROM. Note that the heat ﬂux
iteration for the ROM also consists of calculation of the local skin
friction coefﬁcients for each element at the outer surface using the
Eckert reference temperature method. The data assumes that the size
of the aeroelastic time step is equal to the size of the heat transfer time
step, and that one complete aerothermoelastic iteration contains 10
aeroelastic subiterations (tAE tHT, tAT  10tAE). There-
fore, one heat transfer iteration contains 10 time steps of the thermal
solution. The computational times for the unsteady aerodynamic
iteration and aerodynamic force calculation are the same in both
cases, because the same model is used in both the full-order and
reduced-order solutions. Table 7 also gives the average computa-
tional time to complete one full aerothermoelastic iteration for both
the full-order model and ROM. Based on the relative time-step sizes
assumed, one aerothermoelastic iteration includes one heat ﬂux and
heat transfer iteration and 10 structural iterations, unsteady aero-
dynamic iterations, and aerodynamic force calculations. The last
column in Table 7 gives the ratio of the computational time for the
full-order solution to that for the reduced-order solution.
The component of the reduced-order aerothermoelastic solution
with the greatest computational cost is the structural iteration.
Although a ﬁxed basis is used for the structural dynamic response,
the current framework still requires that ﬁnite element solver be
called at every structural iteration to update the 8074 	 8074 physical
stiffness matrix and premultiply and postmultiply by the structural
reference modes to obtain the generalized stiffness matrix. Recall
that the physical stiffness update consists of updating the conven-
tional stiffness matrix based on the temperature dependence of
material properties, as well as solving a linear static problem to
generate the geometric stiffness matrix. There exists potential for
signiﬁcant improvement in overall computational cost by using
reduced-order techniques to update the generalized stiffness matrix
directly based on the temperature distribution. A methodology for
accomplishing this is the subject of a recent work by Falkiewicz and
Cesnik [74].
Table 6 Cases for assessment of transient lift and drag
Case Alt, km M1 ,  tAE, s tHT, s tAT, s T0
1LD 26 8 3 0.1 0.1 1 293 K unif.
2LD 36 6 1.5 0.1 0.1 1 293 K unif.
3LD 7 	 105t2  0:06t 24:97 0:03t 5 3 0.01 0.01 0.1 163 s cruise
4LD 7 	 105t2  0:06t 24:97 0:03t 5 1.5 0.01 0.01 0.1 163 s cruise
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Fig. 26 Time history of percentage change in lift force for various ﬂight conditions.
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Fig. 27 Time history of percentage change in drag force for various ﬂight conditions.
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Fig. 28 Time history of maximum nodal temperature for various ﬂight conditions.
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VIII. Conclusions
A time-marching aerothermoelastic framework is presented that
makes use of reduced-order aerothermal, heat transfer, and structural
dynamic models for computationally efﬁcient simulation of HSVs.
The various components of the framework are fully coupled to
capture the interactions among the various disciplines in a dynamic
sense. The major components of the framework used for the various
disciplines consist of the following:
1) The aerothermal component was a CFD-based kriging
surrogate with LHS to calculate the aerodynamic heat ﬂux at the
outer surface.
2) The heat transfer component was a reduced-order POD modal
formulation to obtain the transient temperature distribution.
3) The structural dynamics component was a Ritz-based modal
formulation to calculate the transient structural dynamic response.
4) The unsteady aerodynamics component was a piston theory
unsteady ﬂow solver with shock-expansion analysis to obtain steady
ﬂow conditions by turning ﬂow through angle of attack.
The time-step scheduling of the aerothermal, heat transfer, and
structural dynamics solutions are intentionally partitioned to allow
for different sizes of time steps so that the different timescales
governing the various processes can be resolved efﬁciently. The
aerothermoelastic framework is applied to a representative HSV
control surface, as such a component is expected to have a strong
impact on the overall vehicle ﬂight dynamics.
Assessment of the transient lift and drag for four different sets of
ﬂight conditions provides insight into the impact of aerothermoe-
lastic effects on the total aerodynamic forces. Of the two cruise
trajectories considered, the maximum absolute relative changes in
total lift and drag are 8 and 15%, respectively. Of the two ascent
trajectories, the maximum absolute relative changes in total lift and
drag are 3 and 21%, respectively. In general, it appears that
aerothermoelasticity has a larger effect on total drag than total lift. An
iterative routine based on the angle of attack necessary to match the
lift of the elastic control surface to that of the rigid control surface for
the two cruise trajectories is a step toward analysis of HSV
controllability under fully coupled aerothermoelastic effects. Of the
two cruise trajectories considered here, themaximumdeparture from
the initial angle of attack is found to be 7.6%. However, this value is
likely to be highly dependent on ﬂight conditions and further study
can provide insight into necessary variation in angle of attack for
variousmaneuvers and trajectories. Furthermore, the degree towhich
aerothermoelasticity affects the forces generated by the control
surfaces can be inﬂuenced by conﬁguration parameters, such as TPS
thickness, skin thickness, overall size, etc. Use of the reduced-order
framework provides insight into the impact of aerothermoelasticity
on HSVs in a computationally efﬁcient manner.
Acknowledgments
This work was supported by the Michigan U.S. Air Force
Research Laboratory Collaborative Center in Control Science under
grant number FA 8650-07-2-3744 (U.S. Air Force Research
Laboratory/Air Vehicles Directorate) with Michael Bolender as
program manager. This research is also funded in part by NASA
award NNX08AB32A with Don Soloway and Jorge Bardina as
program managers. Finally, this work was supported in part by an
allocation of computing time from the Ohio Supercomputer Center.
References
[1] Anderson, J. D., Jr.,Hypersonic andHigh-TemperatureGasDynamics,
McGraw–Hill, New York, 1989, pp. 214–215.
[2] Bolender, M. A., and Doman, D. B., “Nonlinear Longitudinal
Dynamical Model of an Air-Breathing Hypersonic Vehicle,” Journal of
Spacecraft and Rockets, Vol. 44, No. 2, March–April 2007, pp. 374–
387.
doi:10.2514/1.23370
[3] Bertin, J. J., Hypersonic Aerothermodynamics, AIAA, Reston, VA,
1994, pp. 1–3.
[4] McNamara, J. J., and Friedmann, P. P., “Aeroelastic and Aero-
thermoelastic Analysis in Hypersonic Flow: Past, Present, and Future,”
0 200 400 600 800 1000 12002.75
2.8
2.85
2.9
2.95
3
3.05
3.1
3.15
3.2
3.25
Time [s] Time [s]
α
m
in
 
[D
eg
ree
s]
α
m
in
 
[D
eg
ree
s]
Baseline
α
min
a) Case 1LD
0 200 400 600 800 1000 12001.48
1.49
1.5
1.51
1.52
1.53
1.54
1.55
1.56
Baseline
α
min
b) Case 2LD
Fig. 29 Time history of min for cases 1LD and 2LD.
Table 7 Comparison of computational cost between full-order model and ROM
Iteration type
Full order Reduced order
CPU time/iteration, s CPU time/iteration, s Ratio
Heat ﬂux iteration 375a 0.0924b 4058
Heat transfer iteration (10 time steps) 0.215b 0.00246b 87.4
Structural iteration (1 time step) 6.23b 4.78b 1.30
Unsteady aerodynamic iteration 0.162b 0.162b N/A
Aerodynamic force calculation 0.392b 0.392b N/A
Aerothermoelastic iteration (tAE tHT, tAT  10tAE) 443c 53.4b 8.30
a17 2.60 GHz Opteron processors, 2.0 GB RAM.
b1 2.53 GHz Intel Xeon E5540 processor, 3.0 GB RAM.
cPredicted time.
1644 FALKIEWICZ ETAL.
AIAA Journal, Vol. 49, No. 6, June 2011, pp. 1089–1122.
doi:10.2514/1.J050882
[5] Mei, C., Motagaly, K. A., and Chen, R., “Review of Nonlinear Panel
Flutter at Supersonic and Hypersonic Speeds,” Applied Mechanics
Reviews, Vol. 52, No. 10, Oct. 1999, pp. 321–332.
doi:10.1115/1.3098919
[6] Pourtakdoust, S. H., and Fazelzadeh, S. A., “Nonlinear Aerothermoe-
lastic Behavior of Skin Panel withWall Shear Stress Effect,” Journal of
Thermal Stresses, Vol. 28, No. 2, 2005, pp. 147–169.
doi:10.1080/014957390523714
[7] Gee, D. J., and Sipcic, S. R., “Coupled Thermal Model for Nonlinear
Panel Flutter,” AIAA Journal, Vol. 37, No. 5, May 1999, pp. 642–650.
doi:10.2514/2.765
[8] Dechaumphai, P., Thornton, E. A., andWieting, A. R., “Flow-Thermal-
Structural Study of Aerodynamically Heated Leading Edges,” Journal
of Spacecraft and Rockets, Vol. 26, No. 4, July–Aug. 1989, pp. 201–
209.
doi:10.2514/3.26055
[9] Thornton, E. A., and Dechaumphai, P., “Coupled Flow, Thermal, and
Structural Analysis of Aerodynamically Heated Panels,” Journal of
Aircraft, Vol. 25, No. 11, Nov. 1988, pp. 1052–1059.
doi:10.2514/3.45702
[10] Kontinos, D., “Coupled Thermal Analysis Method with Application to
Metallic Thermal Protection Panels,” Journal of Thermophysics and
Heat Transfer, Vol. 11, No. 2, April–June 1997, pp. 173–181.
doi:10.2514/2.6249
[11] Praveen, G. N., and Reddy, J. N., “Nonlinear Transient Thermoelastic
Analysis of Functionally Graded Ceramic-Metal Plates,” International
Journal of Solids and Structures, Vol. 35,No. 33, 1998, pp. 4457–4476.
doi:10.1016/S0020-7683(97)00253-9
[12] Sohn, K.-J., and Kim, J.-H., “Structural Stability of Functionally
Graded Panels Subjected to Aero-Thermal Loads,” Composite
Structures, Vol. 82, No. 3, 2008, pp. 317–325.
doi:10.1016/j.compstruct.2007.07.010
[13] Ibrahim, H. H., Tawﬁk, M., and Al-Ajmi, M., “Thermal Buckling and
Nonlinear Flutter Behavior of Functionally Graded Material Panels,”
Journal of Aircraft, Vol. 44, No. 5, 2007, pp. 1610–1618.
doi:10.2514/1.27866
[14] Navazi, H. M., and Haddadpour, H., “Aero-Thermoelastic Stability of
Functionally Graded Plates,” Composite Structures, Vol. 80, No. 4,
2007, pp. 580–587.
doi:10.1016/j.compstruct.2006.07.014
[15] Haddadpour, H., Navazi, H. M., and Shadmehri, F., “Nonlinear
Oscillations of a Fluttering Functionally Graded Plate,” Composite
Structures, Vol. 79, No. 2, 2007, pp. 242–250.
doi:10.1016/j.compstruct.2006.01.006
[16] Prakash, T., and Ganapathi, M., “Supersonic Flutter Characteristics of
Functionally Graded Flat Panels Including Thermal Effects,”
Composite Structures, Vol. 72, No. 1, 2006, pp. 10–18.
doi:10.1016/j.compstruct.2004.10.007
[17] McNamara, J. J., Friedmann, P. P., Powell, K. G., and Thuruthimattam,
B. J., “Aeroelastic and Aerothermoelastic Behavior in Hypersonic
Flow,” AIAA Journal, Vol. 46, No. 10, Oct. 2008, pp. 2591–2610.
doi:10.2514/1.36711
[18] Culler, A. J., and McNamara, J. J., “Studies on Fluid-Thermal-
Structural Coupling for Aerothermoelasticity in Hypersonic Flow,”
AIAA Journal, Vol. 48, No. 8, Aug. 2010, pp. 1721–1738.
doi:10.2514/1.J050193
[19] Culler, A. J., and McNamara, J. J., “Coupled Flow-Thermal-Structural
Analysis for Response Prediction of Hypersonic Vehicle Skin Panels,”
51st AIAA/ASME/ASCE/AHS/ASC Structures, Structural Dynamics,
and Material Conference, Orlando, FL, AIAA Paper 2010-2965, 2010.
[20] Falkiewicz, N. J., and Cesnik, C. E. S., “Proper Orthogonal Decom-
position for Reduced-Order Thermal Solution in Hypersonic Aero-
thermoelastic Simulations,” 51st AIAA/ASME/ASCE/AHS/ASC
Structures, Structural Dynamics, and Material Conference, Orlando,
FL, AIAA Paper 2010-2798, 2010.
[21] Falkiewicz, N. J., Cesnik, C. E. S., Bolender, M. A., and Doman, D. B.,
“Thermoelastic Formulation of a Hypersonic Vehicle Control Surface
for Control-Oriented Simulation,” 2009 AIAA Guidance, Navigation,
and Control Conference, Chicago, IL, AIAA Paper 2009-6284, 2009.
[22] Falkiewicz, N. J., and Cesnik, C. E. S., “A Reduced-Order Modeling
Framework for Integrated Thermo-Elastic Analysis of Hypersonic
Vehicles,” 50th AIAA/ASME/ASCE/AHS/ASC Structures, Structural
Dynamics., and Materials Conference, Palm Springs, CA, AIAA
Paper 2009-2308, 2009.
[23] Crowell, A. R.,McNamara, J. J., Kecskemety, K.M., andGoerig, T.W.,
“A Reduced Order Aerothermodynamic Modeling Framework for
Hypersonic Aerothermoelasticity,” 51st AIAA/ASME/ASCE/AHS/
ASC Structures, Structural Dynamics, and Material Conference,
Orlando, FLa, AIAA Paper 2010-2798, 2010.
[24] Lighthill, M., “Oscillating Airfoils at High Mach Number,” Journal of
the Aeronautical Sciences, Vol. 20, No. 6, June 1953, pp. 402–406.
[25] Ashley, H., and Zartarian, G., “Piston Theory: A New Aerodynamic
Tool for the Aeroelastician,” Journal of the Aeronautical Sciences,
Vol. 23, No. 12, 1956, pp. 1109–1118.
[26] Holmes, P., Lumley, J., and Berkooz, G., Turbulence, Coherent
Structures, Dynamical Systems and Symmetry, Cambridge Univ. Press,
New York, 1996, p. 86.
[27] Liang,Y. C., Lee, H. P., Lim, S. P., Lin,W. Z., Lee, K.H., andWu,C.G.,
“Proper Orthogonal Decomposition and its Applications: Part I:
Theory,” Journal of Sound and Vibration, Vol. 252, No. 3, 2002,
pp. 527–544.
doi:10.1006/jsvi.2001.4041
[28] Lumley, J. L., “The Structure of Inhomogeneous Turbulent Flows,”
Atmospheric Turbulence and Radio Wave Propagation, edited by A.
Yaglon, and V. Tatarsky, Nauka, Moscow, 1967, pp. 166–178.
[29] Krysl, P., Lall, S., and Marsden, J. E., “Dimensional Model Reduction
in Non-Linear Finite Element Dynamics of Solids and Structures,”
International Journal for Numerical Methods in Engineering, Vol. 51,
No. 4, 2001, pp. 479–504.
doi:10.1002/nme.167
[30] Placzek, A., Tran, D., and Ohayon, R., “Hybrid Proper Orthogonal
Decomposition Formulation for Linear Structural Dynamics,” Journal
of Sound and Vibration, Vol. 318, Nos. 4–5, Dec. 2008, pp. 943–964.
doi:10.1016/j.jsv.2008.05.015
[31] Ahlman, D., Soderlund, F., Jackson, J., Kurdila, A., and Shyy, W.,
“Proper Orthogonal Decomposition for Time-Dependent Lid-Driven
Cavity Flows,” Numerical Heat Transfer, Part B: Fundamentals,
Vol. 42, No. 4, 2002, pp. 285–306.
doi:10.1080/10407790190053950
[32] Atwell, J. A., and King, B. B., “Proper Orthogonal Decomposition for
Reduced Basis Feedback Controllers for Parabolic Equations,”
Mathematical and Computer Modelling, Vol. 33, Nos. 1–3, 2001,
pp. 1–19.
doi:10.1016/S0895-7177(00)00225-9
[33] Sirovich, L., “Turbulence and the Dynamics of Coherent Structures,
Part I: Coherent Structures,” Quarterly of Applied Mathematics,
Vol. 45, No. 3, 1987, pp. 561–571.
[34] Trefethen, L. N., and Bau, D., III, Numerical Linear Algebra, Soc. for
Industrial and Applied Mathematics, Philadelphia, 1997, pp. 35–36.
[35] Chatterjee, A., “An Introduction to the Proper Orthogonal Decom-
position,” Current Science, Vol. 78, No. 7, April 2000, pp. 808–817.
[36] Heath, M. T., Scientiﬁc Computing: An Introductory Survey, 2nd ed.,
McGraw–Hill, New York, 2002, p. 141.
[37] Gunzburger, M., and Peterson, J., “Reduced-Order Modeling of
Complex Systems with Multiple System Parameters,” Large-Scale
ScientiﬁcComputing, 5th International Conference, edited by I. Lirkov,
S. Margenov, and J. Wasniewski, Vol. LNCS 3743, Springer–Verlag,
Sozopol, Bulgaria, 2006, pp. 15–27.
[38] Craig, R. R., and Kurdila, A. J., Fundamentals of Structural Dynamics,
Wiley, 2nd ed., 2006, p. 228.
[39] MSC.Nastran Basic Dynamic Analysis User’s Guide: Version 68,
MSC.Software Corp., Santa Ana, CA, 2004.
[40] Lophaven, S. N., Nielsen, H. B., and Sondergaard, J., “DACE: A
MATLABKriging Toolbox Version 2.0,” Technical Univ. of Denmark,
Informatics Math and Modelling TR 2002-12, Lyngby, Denmark,
Aug. 2002.
[41] Sacks, J., Welch, W. J., Mitchell, T. J., and Wynn, H. P., “Design and
Analysis of Computer Experiments,” Statistical Science, Vol. 4, No. 4,
1989, pp. 409–435.
doi:10.1214/ss/1177012413
[42] Chung,H. S., andAlonso, J. J., “Comparison ofApproximationModels
with Merit Functions for Design Optimization,” AIAA Paper 2000-
4754, Sept. 2000.
[43] Kolonay,R.M., andLambe, L.A., “Determination of theOptimal Set of
Parameters of a Kriging Model for an Euler Based Induced Drag
Function,” Proceedings of the International Forum on Aeroelasticity
and Structural Dynamics, Seattle, WA, IFASD Paper 2009-005,
June 2009.
[44] Simpson, T. W., Mauery, T. M., Korte, J. J., and Mistree, F., “Kriging
Models for Global Approximation in Simulation Based Multi-
disciplinary Design Optimization,” AIAA Journal, Vol. 39, No. 12,
Dec. 2001, pp. 2233–2241.
doi:10.2514/2.1234
[45] Glaz, B., “Active/Passive Optimization of Helicopter Rotor Blades for
Improved Vibration, Noise, and Performance Characteristics,” Ph.D.
Thesis, Univ. of Michigan, Ann Arbor, MI, 2008.
FALKIEWICZ ETAL. 1645
[46] Kumano, T., Jeong, S., Obayashi, S., Ito, Y., Hatanaka, K., andMorino,
H., “Multidisciplinary Design Optimization of Wing Shape for a Small
Jet Aircraft Using KrigingModel,”AIAA Paper 2006-0932, Jan. 2006.
[47] Lam, X. B., Kim, Y. S., Hoang, A. D., and Park, C. W., “Coupled
Aerostructural Design Optimization Using the Kriging Model and
Integrated Multiobjective Optimization Algorithm,” Journal of
Optimization Theory and Applications, Vol. 142, No. 3, March 2009,
pp. 533–556.
doi:10.1007/s10957-009-9520-9
[48] Oppenheimer,M.W., andDoman, D. B., “AHypersonic VehicleModel
Developed with Piston Theory,” 2006 AIAA Atmospheric Flight
Mechanics Conference, Keystone, CO, AIAA Paper 2006-6637, 2006.
[49] Pendleton, E., Moster, G., and Farmer, M., “Transonic Aeroelastic
Models of Hypersonic Highly Swept Lifting Surfaces: Design,
Analyses, and Test,” 35th AIAA/ASME/ASCE/AHS/ASC Structures,
Structural Dynamics, and Materials Conference, Hilton Head, SC,
AIAA Paper 1994-1489, 1994.
[50] Pendleton, E., Moster, G., and Keller, D., “Transonic Aeroelastic
Models of Highly Swept Hypersonic Lifting Surfaces,” Journal of
Aircraft, Vol. 32, No. 6, Nov.–Dec. 1995, pp. 1169–1176.
doi:10.2514/3.46860
[51] Spain, C. V., Zeiler, T. A., Bullok, E. P., and Hodge, J. S., “A Flutter
Investigation of All-Moveable NASP-Like Wings at Hypersonic
Speeds,” 34th AIAA/ASME/ASCE/AHS/ASC Structures, Structural
Dynamics, andMaterials Conference, La Jolla, CA, AIAA Paper 1993-
1315, 1993.
[52] McNamara, J. J., “Aeroelastic and Aerothermoelastic Behavior of Two
and Three Dimensional Lifting Surfaces in Hypersonic Flow,” Ph.D.
Thesis, Univ. of Michigan, Ann Arbor, MI, 2005.
[53] Shih, P., Prunty, J., and Mueller, R., “Thermostructural Concepts for
Hypervelocity Vehicles,” Journal of Aircraft, Vol. 28, No. 5,May 1991,
pp. 337–345.
doi:10.2514/3.46032
[54] Myers, D., Martin, C., and Blosser, M., “Parametric Weight
Comparison of AdvancedMetallic, Ceramic Tile, and Ceramic Blanket
Thermal Protection Systems,”NASALangleyResearchCenter TRTM-
210289, June 2000.
[55] Orton, G., and Scuderi, L., “AHypersonic Cruiser Concept for the 21st
Century,” 1998 World Aviation Conference, Anaheim, California,
AIAA Paper 1998-5525, 1998.
[56] Wieting, A., Dechaumphai, P., Bey, K., Thornton, E., and Morgan, K.,
“Application of Integrated Fluid-Thermal-Structural Analysis Meth-
ods,” Thin-Walled Structures, Vol. 11, Nos. 1–2, 1991, pp. 1–23.
doi:10.1016/0263-8231(91)90008-7
[57] Leatherwood, J., Clevenson, S., Powell, A., and Daniels, E., “Acoustic
Testing of High-Temperature Panels,” Journal of Aircraft, Vol. 29,
No. 6, Nov.–Dec. 1992, pp. 1130–1136.
doi:10.2514/3.46295
[58] Blevins, R., Boﬁlios, D., Holehouse, I., Hwa, V., Tratt, M., Laganelli,
A., Pozefsky, P., and Pierucii, M., “Thermo-Vibro-Acoustic Loads and
Fatigue of Hypersonic Flight Vehicle Structure,” U.S. Air Force
Research Lab. TR AFRL-RB-WP-TR-2009-3139, June 2009.
[59] Ellis, D., Pagel, L., and Schaeffer, D., “Design and Fabrication of a
RadiativeActivelyCooledHoneycombSandwich Structural Panel for a
Hypersonic Aircraft,” NASA CR 2957, March 1978.
[60] Ko, W., and Fields, R., “Thermal Stress Analysis of Space Shuttle
Orbiter Subjected to Reentry Aerodynamic Heating,” NASA
TM 88286, Oct. 1987.
[61] Leyens, C., and Peters,M., Titanium and TitaniumAlloys,Wiley-VHC,
New York, 2003, p. 343.
[62] Military Handbook, MIL-HDBK-5H: Metallic Materials and Elements
for Aerospace Vehicle Structures, U.S. Department of Defense,
Dec. 1998, pp. 6-83, 6-85, 6-88.
[63] Welsch, G., Boyer, R., and Collings, E. W., Materials Properties
Handbook: Titanium Alloys, ASM International, , Materials Park, OH,
1994, pp. 439–440.
[64] Noor, A. K. (ed.), Structures Technology: Historical Perspective and
Evolution, AIAA, Reston, VA, 1998, p. 436.
[65] Bhatia,M., andLivne, E., “Design-Oriented Thermostructural Analysis
with External and Internal Radiation, Part 2: Transient Response,”AIAA
Journal, Vol. 47, No. 5, May 2009, pp. 1228–1240.
doi:10.2514/1.40265
[66] Krist, S. L., Biedron, R. T., and Rumsey, C. L., “CFL3DUser’s Manual
(Version 5.0),” NASATM 1998-208444, 1997.
[67] Bartels, R. E., Rumsey, C. L., and Biedron, R. T., “CFL3D User’s
Manual:GeneralUsage andAeroelasticAnalysis (Version 6.4),”NASA
TM 2006-214301, 2006.
[68] Menter, F. R., and Rumsey, C. L., “Assessment of Two-Equation
Turbulence Models for Transonic Flows,” AIAA Paper 1994-2343,
June 1994.
[69] Roy, C. J., and Blottner, F. G., “Methodology for Turbulence Model
Validation: Application to Hypersonic Flows,” Journal of Spacecraft
and Rockets, Vol. 40, No. 3, May–June 2003, pp. 313–325.
doi:10.2514/2.3966
[70] Rumsey, C. L., “Compressibility Considerations for k-w Turbulence
Models in Hypersonic Boundary Layer Applications,” NASA
TM 2009-215705, April 2009.
[71] Eckert, E. R. G., “Engineering Relations for Friction and Heat Transfer
to Surfaces in High Velocity Flow,” Journal of the Aeronautical
Sciences, Vol. 22, No. 8, March 1955, pp. 585–587.
[72] Eckert, E. R. G., “Engineering Relations for Heat Transfer and Friction
in High-Velocity Laminar and Turbulent Boundary-Layer Flow Over
Surfaces with Constant Pressure and Temperature,” Transactions of the
American Society of Mechanical Engineers, Vol. 78, No. 6, Aug. 1956,
pp. 1273–1283.
[73] Alonso, D., Vega, J. M., and Velazquez, A., “Reduced-Order Model for
Viscous Aerodynamic Flow Past an Airfoil,” AIAA Journal, Vol. 48,
No. 9, Sept. 2010, pp. 1946–1958.
doi:10.2514/1.J050153
[74] Falkiewicz, N. J., and Cesnik, C. E. S., “EnhancedModal Solutions for
Structural Dynamics in Aerothermoelastic Analysis,” 52nd AIAA/
ASME/ASCE/AHS/ASC Structures, Structural Dynamics, and
Materials Conference, Denver, CO, AIAA Paper 2011-1963,
April 2011.
E. Livne
Associate Editor
1646 FALKIEWICZ ETAL.
